President & CEO [:S
Lorraine Grillo
KEY NOTES ' | Board of Trustees
1 SUGGESTED ENTRY POINT FOR INSTALLATION 17 CORE DRILL FOR TEMPORARY BOILER Chancellor Carmen Farifia, Chairman
AND REMOVAL OF BOILERS AND BOILER ROOM SUPPLY AND RETURN PIPES AND PATCH AND Curtis A. Harris mNve
EQUIPMENT. SEE A101 AND STRUCTURAL RESTORE BRICKWORK AT END OF THE Emily A. Youssouf School Gonetruction Authority
| TRADE FOR SCOPE. PROJECT TO MATCH EXISTING. COORDINATE |
i | , 2 SUGGESTED LOCATION FOR TEMPORARY WITH MECHANICAL TRADE. . N
| EXISTING | BOILER. COORDINATE WITH MECHANICAL TRADE. — Architecture & Engineering »
| | 18 (7) 2" GAS—PIPE-VENTS FROM AREAWAY. E. Bruce Barrett, RA. LEED A.P.,, Vice President
BUILDING \ .
ADJACENT PROPERTY ‘ 3 LOCATION & INSTALLATION OF THE BOILER , LOCATE MIN 15" ABOVE GROUND AND MIN OF Elan R. Abneri, P.E., Senior Director, Design Consultant Management
@ : , , | . MUST COMPLY WITH THE BUILDING CODE (20 3 AWAY FROM ANY WINDOWS OR AIR INTAKES Stanley Dahir, R.A., Director, Quality Control & Construction Support
‘ : \ : : _ ' Maria A. Gémez, P.E., LEED A.P., Director, A&E In—Ho Desi
4 XINSE;E%EP}:‘SRE& TTAP%@%)\}AL AND PERMIT IS AS PER PLUMBING TRADE. ' George D. Roussey, P.E.,.LEED AP., Di're'ctor. Technical Sta‘rlxzzrdsemgn
o o o | 150 REQUIRED FOR ALL WORK TYPES INVOLVED IN 19 TEMPORARY PIPING APPROXIMATELY Stacey SpannThorn, Director, Operations Support
— — —— — ——— —— , M ‘ ‘ THE TEMPORARY TRAILER HEATING SYSTEM TO 12'-0" ABOVE STREET LEVEL AS PER
) =L -boex | BE USED DURING HEATING SEASON AS PER MECHANICAL TRADE. PROVIDE SIDEWALK SHED, Consultants:
| | | S ; 2008 CODE. PIPE SUPPORT AND SAFETY PROTECTIONS AS
. | | ; : a /___;( 4.  EXCAVATION AREA FOR NEW CAS LINE. PROVIDE PER CODE AND ALL GOVERNING AGENCIES.
| | NORTH YARD | 3 | ] = i / E ~ NEW PAVING. SEE STRUCTURAL DWG. 0 PROPERTY LINE
| ~ | - | | w el | N i | 5  PATCH & REPAR & WATERPROOF WALLS TO MATCH
o | H I // S 3pSCESTER oo OF EXISTING WALLS AFTER REMOVING TEMPORARY PIPING. 21  SUGGESTED LOCATION OF TEMPORARY BOILER
i | | } / | 8000 GALLONS (TYPICAL) FLUE. TERMINATE FLUE OF TEMPORARY BOILER
4 ‘ ! | 6 NEW TEMPORARY FENCE AND PEDESTRIAN 3'~0" ABOVE PARAPET ON HIGHEST ROOF
1 | | BOLER FLUE (SEE MEOM. - S BYPASS/PROTECTION AS PER N..C. DOT (APPROX. 75 FT). SUPPORT FLUE PROPERLY
- | DWG. M003.00) Y }, REQUIREMENT (GET ALL REQUIRED PERMITS). ON WALL. 52" DIA. BREECHING CONNECT TO
EL. (-4'57) | B i REMOVE FENCE AT END OF THE PROJECT TEMPORARY BOILER OUTLET MINIMUM 12'—0
1 x WITH THE BOILER PACKAGE AND MAKE GOOD ABOVE SIDE WALK. PROVIDE SIDE WALK SHED
! | | | X ALL DAMAGES TO SIDEWALK AND STREET. PIPE SUPPORT AND SAFETY PROTECTIONS AS
| | P S 33X W77 7 ALL EXISTING TREES WITHIN THE SCOPE AREA PER CODE AND ALL GOVERNING AGENCEES.
| | { //7/»7\1_ " ARE TO BE PROTECTED WITH TREE GUARDS FOR 22  EXISTING 2"LP GAS SERVICE TO BE
] ‘ . " b SUGGESTED LOCATION OF - DURATION OF PROJECT. REMOVE GUARDS AGAIN TERMINATED AND REMOVED AS PER CON : : ;
"‘ | TOP OF RIDGE 90°-0 © I 1/_”;( TEMPORARY 350 BHP BOILER AT END OF THE PROJECT. * EDISON REQUIREMENTS. SEE PLUMBING NOTE: Drawing may be printed af reduced scale
(4) STORIES () " " PACKAGE TRADE
I ; ‘ 0 Jﬁ 8  LOCATION & INSTALLATION OF THE TEMPORARY v . T IS A VIOLATION OF THE STATE EDUCATION LAW SECTION 7208 (2) FOR ANY PERSON T0
—— HIR | / * BOILER MUST COMPLY WITH THE LATEST 93  REMOVE CONCRETE PAVING FOR NEW GAS LINE | AER AN TEM N ANY WAY UNLESS SUCH PERSON IS ACTING UNDER THE DIRECTION OF A
_________ e 5 A% . 1 b / -~k BUILDING CODE AND TO BE FILED SEPARATELY BY TRENCHING AND AREA DESIGNATED WHERE LICENSED PROFESSIONAL ENGINEER, AND THE ENGINEER STAMPS SUCH CHANGES
e. (-s448 [ —o AT |\ -\ ST eSS T s i / i GC. BOILER REMOVAL IS TO TAKE PLACE, (FROM
' e el B i / | 9 SUPPLY AND RETURN PIPING TO TEMPORARY EXPANSION JOINT TO JOINT) IN IT'S ENTIRETY
o | SUGKESTED Cllr e g Al | [ BOILER AND VACUUM PUMP — SEE AND REPLACE WITH NEW TO MATCH REMOVED,
g ~ | .
| | WEST COURT SUSGESTED— , /;,K@U £ oF PAVAENT : MECHANICAL TRADE. WITH ALL NEW EXPANSION JOINTS ALL SIDES.
TRENCH FOR =N | o 10 AREA OF WORK — NEW GAS METER ROOM SEE MECHANICAL DOCUMENTS FOR TRENCH
y . (KINDERGARTEN TEMPORARY STEAM 1 N e 0 : DETAIL/DEPTH REQUIREMENTS, ETC. RESTORE
L N PLAYGROUND) & RETURN PIPING EXCAVATION 11 CONTRACTOR IS TO OBTAIN ALL NECESSARY ALL PLANTING AND LAWN DISTURBED DURING
| " y ‘(Z) PERMITS FOR TEMPORARY BOILER LOCATION THE CONTRACT.
EL. | (-5'8) 3/4") ——0 - | K RUBBLE 017 AND OPERATION WHERE SHOWN AND  PARTIAL |
= E FOR THE PURPOSES OF THIS WALL - STREET/SIDEWALK CLOSURES AS REQUIRED o4 THE EXTENT OF THE TRENCH IS TO BE
o PROJECT 1ST FLOOR O LLI AND PERMITTED. AT THE END OF THE
= R g CO—ORDINATED WITH THE UTILITY (BID FROM .
o _ELEVATION DATUM "A"= 0'-0 | EXT. RAMP + = PROJECT, MAKE GOOD ALL DAMAGES TO ' 1 12/06/2013  ISSUE FOR CONSTRUCTION
LL o 7 | > STREET AND SIDEWALK. ALL SIDEWALK AND CURB TO BUILDING). -
! : | CURB CONSTRUCTION TO BE AS N.Y. CITY No. Date Revision
) z | 1 - ] 25  EXISTING OIL PIPING SHOULD BE REMOVED,
= 2 ‘ ; g | N Lg D.0.T. APPROVED DETAIL. FLAGS ’TO ,MATCH CAPPED AT THE SURFACE AT BOTH SIDES -
0 e ¢ : §§ FAST COURT ~— ” EXISTING, BUT ”NO MORE THAN 7X7. G.C. IS  EXTERIOR AND INTERIOR. PATCH SURFACE TO Key Plan:
S - < | EXT. 6 H. CHAN LINK ~ i e (-8") « - TO BID FOR 4" TYPICAL SIDEWALK CONCRETE, MATCH ABUTTING.
2 | & Z EXT i X = (7" AT DRIVEWAY). . - BN
< = - = | =z O 26  NEW 6" LP GAS SERVICE BY CON EDISON | |
L 2 < | A = = 12 TEMPORARY BOILER PIPING. FOR ALL WORK SHALL BE IN COMPLIANCE WITH L
3 T L IO T CONTINUATION OF PIPING, SEE MECHANICAL REQUIREMENTS OF CON-EDISON GAS CO A
(23' < i ) { L P TRADE. REFER TO DWG. P020.00 FOR CONTINUATION: 13 WALTON AVENUE -
= 7 % - < 13 SEE DRAWING AT01.00 FOR WORK IN BOLER 27  NEW GAS LINE ENTRY INTO GAS METER ROOM &
a4 - ROOM AND NEW GAS METER ROOM. = i
L <t (=51 |3/ 7 ~ CO-ORDINATE WITH PLUMBING TRADE AND < o
L] - ( /| ————-—~—/I 14 BOILER ROOM LOCATION — AREA OF WORK. UTILITY., S -
'm 15  CONTRACTOR IS TO FURNISH TEMPORARY 28 REMOVE FUEL FILL SIDEWALK BOXES /o <
90" | BOILER COMPLETE WITH BREECHING STACK. - AND CLEAN, PATCH AREA TO MATCH ) L
- THE STACK SHALL BE 3’ ABOVE ALL EXISTING WALL. (FILL IN OPENINGS - JEROME AVENUE L
CONSTRUCTION ON THE ROOF WITHIN 10’ OF WITH CONCRETE). CO—ORDINATE WITH
EL. (-6'R") IT AND LOCATED BETWEEN WINDOWS. MECHANICAL TRADE. ]
| 29 REMOVE VENT PIPING. CO—ORDINATE »
g _ 16 EXISTING FUEL OIL TANKS IN OIL TANK ROOM
LINE OF CURB’ —\ 70 BE REMOVED. WITH MECHANICAL TRADE.
|TO STREET GAS MAN —EL. (-62") —jup_uP | | Block #3188 Lot #20
x E':SLO%J ;I;.l-)-l YARD SCA Program Design Manager:  J, BAEZ
. , ; Y | ' | , | Project Architect/Engineer: P. DALY PE
: +1p'-0" 200 \fP—— = - — A ﬁ , : . , Discipline Lead: EDWARD ANASTASIO, RA.
| v ‘ \ ‘ _ Designer: E. ANASTASIO, RA./ T. GAFFAR
I : ; % . : | | Drawn by: - TAHMINA GAFFAR
| | | | |
N ADJACENT PROPERTY R ' Checked by: EDWARD ANASTASIO, RA.
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A030 . — e TEMPORARY BOILERS ARE TO BE FILED, REVIEWED AND APPROVED
USCN—E- 1/16"= 1°-0 SERPARATELY BY CONTRACTOR WITH DOB/BCC ARCHITECHTURAL SITE PLAN
e THE GC & EXCAVATOR TO CONTACT "DIG SAFELY NEW YORK CALL
811- BEFORE YOU DIG (1-800-272-4480)" SERVICE FOR COMPLETE - | Drawing No.:
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